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TROUBLESHOOTING GUIDE

If this procedure does not isolate your problem, see your JET SKI dealer or refer to the Service Manual.

CAUSE

@Ignition switch turned OFF and/or lanyard key

not pushed under stop button
@ Battery voltage low
@ Battery connections loose
@\Water inside engine

@ Fuel tank low

TROUBLE
Engine Engine
will not will not
start urn over
Engine
turns over
Engine starts,

but stops again

@ Misuse of choke
@ Pressure in fuel tank

Engine
misfires,
runs rough

® Fuel filter screens and/or fuel filter clogged
® Fuel vent line clogged
@ Exhaust fume leak

@ Fouled or worn spark plugs
@ Spark plug connectors loose
@ Qil pump output excessive

Lean tuel

mixture

@ Fuel tank low

@ Carb. mixture screws misadjusted
@ Fuel filter screens and/or fuel filter clogged
® Fuel vent line clogged

Rich fuel
mixture

(heavy fuel
consumption)

@ Misuse of choke
@ Carb. mixture screws misadjusted

@ Flame arrester clogged
® Pressure in fuel tank
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TROUBLE

Engine power

CAUSE

® Check items under "misfires,” plus:
@ Throttle valve adjustment incorrect
@ Exhaust system clogged

®Water in gasoline or engine oil

®Weeds or debris in jet pump

® Cooling water line clogged

® Carb. mixture screws misadjusted
@Engine oil tank vent clogged

@ Incorrect type of gas or oil

low
Engine
overheating
Gas knock
“pinging”’

Steering hard or

@ Poor quality gasaline
® Spark piug heat range too high

erratic

AWARNING

Since faulty steering is dangerous, this problem should

be examined by an authorized JET SKI dealer.

@ No lubricant on steering pivot
@ Steering cable damaged or improperly routed
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